
PNI POE-P2 PoE splitter 
SPECIFICATIONS 

Type: Passive PoE splitter cable 
Ethernet cable outer diameter: 4.0 mm 
DC cable outer diameter: 3.0 mm 
Number of conductors: 6 
DC female connector: 5.5 × 2.1 mm 
DC male connector: 5.5 × 2.1 mm 
RJ45 female connector: 8P8C 
RJ45 male connector: 8P8C 
Conductor material: Copper 
Pin configuration: Pins 4 and 5: positive (+); pins 7 and 8: negative (-); pins 1, 2, 3, and 6: data 

APPLICATIONS 

This passive PoE cable set is suitable for Ethernet devices, IP phones, network video equipment, 
wireless access points, bridges, and compatible network switches. 

The PoE splitter can be used together as a complete set, allowing compatible equipment to receive 
both power and data through a single network cable. 

ADVANTAGES 

1. Suitable for 10BASE-T and 100BASE-T networks. 

2. The RJ45 connector features a molded protective boot for improved durability. 

3. Its compact diameter helps save installation space. 

4. Lightweight, flexible, and easy to install. 

5. Suitable for structured cabling systems. 

PRODUCT DESCRIPTION 

This passive PoE splitter set is suitable for surveillance systems. It allows data or video signals and 
power to be transmitted through the same UTP cable, eliminating the need to install a separate 
power cable alongside the network cable. 

For cable runs longer than 15 metres, voltage drop should be taken into account. If necessary, it can 
be compensated for by using a power supply with an adjustable output voltage. 

The quality, shielding, and conductor cross-section of the UTP cable affect the reliability of both data 
and power transmission. 

 

 

 

 



Splitter PoE PNI POE-P2 
SPECIFICATII 

Tip: Cablu splitter PoE pasiv 
Diametrul exterior al cablului Ethernet: 4,0 mm 
Diametrul exterior al cablului DC: 3,0 mm 
Numar de conductoare: 6 
Conector DC mama: 5,5 × 2,1 mm 
Conector DC tata: 5,5 × 2,1 mm 
Conector RJ45 mama: 8P8C 
Conector RJ45 tata: 8P8C 
Materialul conductoarelor: Cupru 
Configuratia pinilor: Pinii 4 si 5: pozitiv (+); pinii 7 si 8: negativ (-); pinii 1, 2, 3 si 6: date 

UTILIZARE 

Acest set de cabluri PoE pasive este potrivit pentru dispozitive Ethernet, telefoane IP, echipamente 
video de retea, puncte de acces wireless, bridge-uri si switch-uri de retea compatibile. 

Splitterul PoE pot fi utilizat impreuna ca un set complet, permitand echipamentelor compatibile sa 
primeasca alimentare electrica si date printr-un singur cablu de retea. 

AVANTAJE 

1. Potrivit pentru retele 10BASE-T si 100BASE-T. 

2. Conectorul RJ45 este prevazut cu o protectie turnata, pentru o durabilitate sporita. 

3. Diametrul redus ajuta la economisirea spatiului de instalare. 

4. Usor, flexibil si simplu de instalat. 

5. Potrivit pentru sistemele de cablare structurata. 

DESCRIEREA PRODUSULUI 

Acest splitter PoE pasiv este potrivit pentru sistemele de supraveghere. Permite transmiterea datelor 
sau a semnalelor video si a alimentarii electrice prin acelasi cablu UTP, eliminand necesitatea 
instalarii unui cablu de alimentare separat, in paralel cu cel de retea. 

Pentru traseele de cablu mai lungi de 15 metri, trebuie luata in considerare caderea de tensiune. 
Daca este necesar, aceasta poate fi compensata prin utilizarea unei surse de alimentare cu tensiune 
de iesire reglabila. 

Calitatea, ecranarea si sectiunea conductoarelor cablului UTP influenteaza fiabilitatea transmisiei de 
date si a alimentarii electrice. 
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